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a base of six inches more than the inside diameter of the pipe and the side slope of one horizontal to eight vertical.
140. Specification for Sewer Pipe. The 'following specification for sewer pipe and specials is probably the most carefully worked out of any found in current American practice. While these specifications are very full and complete in many details which are usually overlooked, they are not unreasonably severe. They simply describe clearly what kinds of faults will serve as cause for rejection, and are as valuable to the manufacturer of the pipe in enabling him to select those specimens which he feels will be accepted, as to the inspector himself, who is called upon to accept or reject the material when supplied upon the ground. This specification, therefore, has the grefct merit of extreme defmiteness of meaning, which is the most vital and necessary quality of all specifications. They were prepared by an engineer who knew from experience exactly what could be furnished by the best sewer pipe manufacturers without greatly increasing the cost.
Sewer Pipe and Specials—Pipe sewers are composed of straight sections which are herein termed "pipe*" and of branches, bends, reducers, etc., which will here be called "specials" or "special pieces."
The main sewer, as well as all surface and lot lateral sewers, shall be constructed of the best quality of salt-glazed, vitrified stoneware sewer pipe, and all special pieces that may be required in the work shall be of the same description and quality.
The pipes and specials must be carefully selected and examined by the contractor before or while being delivered upon the street, and all such material which may be used in the work must conform to the following requirements and conditions :
All hubs or sockets must be of sufficient diameter to receive their full depth the spigot end of the next following pipe or special without chipping whatever of either, and also to leave a space of not less than 1-8 inch in width all around for the cement mortar joint Pijpes and specials which can not be thus freely fitted into each other shall be rejected.
In the case of pipes and specials of 12 inches and upward in diameter, at least 40 per cent, of all such that will be used

